F.5 PREFINISHED

B.5

PREFINISHED

A.2

8' - 11 1/4"
NOTES ABOUT TYPICAL LOCATIONS FOR FIXTURES

1. Light fixtures in monolithic ceilings are 34'-8" centered on the room and equally spaced (A5.02 Sim A3.01 A2.01; A5.02 Sim A3.01 A2.02).

2. Provide indicated sconce light fixture at each stair landing.

NOTES ABOUT CEILING CONSTRUCTION

1. Not all required access panels are shown.

2. Following for additional required items: exit signs and emergency lighting on electrical drawings, sprinkler heads on FP drawings, ACOUSTICAL CEILING TILE (2'X4' ACT) for monolithic ceilings.

NOTES ABOUT TREATMENT OF EXPOSED WINDOWS

1. Windows) are to be painted.

NOTES ABOUT TYPICAL LOCATIONS FOR CEILING CONSTRUCTION

1. Refer to Sheet G1.40 FINISH SCHEDULE for additional required items.
NOTES ON CONSTRUCTION

Refer to Sheet G1.40 FINISH SCHEDULE AND DRIVE UP

2. WC - 1 and WC - 2 should be installed as a 4ft high listed, unless noted otherwise. See interior BA - VB-1 WA - PNT-1 additional installation notes.

55' - 0" 39' - 3 1/4" MTG RM BA - VB-1 WA - PNT-1 BA - VB-1 BA - VB-1

NOTES ON CONSTRUCTION

Refer to Sheet G1.40 FINISH SCHEDULE AND DRIVE UP

2. WC - 1 and WC - 2 should be installed as a 4ft high listed, unless noted otherwise. See interior BA - VB-1 WA - PNT-1 additional installation notes.

55' - 0" 39' - 3 1/4" MTG RM BA - VB-1 WA - PNT-1 BA - VB-1 BA - VB-1
1. Refer to Sheet G1.40 FINISH SCHEDULE AND LEGENDS for more information on finishes.

2. WC - 1 and WC - 2 should be installed as a 4ft high wainscot on all walls in the room in which it is listed, unless noted otherwise. See interior elevations, specifications and Sheet G1.04 TYPICAL ANSI ADA CLEARANCES for additional installation notes.
NOTE: REFERENCE G1.21 FOR ROOF TYPES